
STRIMMER

Independent lightweight unit with no shafts or electric cables

Well balanced with all controls on the handle

The HONDA 4 stroke motor provides reliable operation with no
fuel mix

TECHNICAL SPECIFICATIONS

MODEL

Strimmer

ENGINE

Honda GX35 44mm

HEAD
DIAMETER

9000VPN

FREQUENCY

11(24.24)

WEIGHT 
KG(LBS)

0.21

HAV
(m/s e c 2)

Multiquip Strimmer Poker

Vibrating Poker Engine Driven
Petrol engine powered Flexible shafts with steel wrapped
casings to prevent excessive bending 

Six head sizes for utilization on many applications

POKER DRIVE & FLEX

TECHNICAL SPECIFICATIONS
MODEL

Poker Drive

Poker Hose 6/26

Poker Hose 6/32

Poker Hose 6/45

Poker Hose 6/50

Poker Hose 6/60

Poker Hose 6/75

DESCRIPTION

26mm Poker,6m Flex

32mm Poker,6m Flex

45mm Poker,6m Flex

50mm Poker,6m Flex

60mm Poker,6m Flex

75mm Poker,6m Flex

5.5hp Honda Drive Unit 27(59.52)

13(28.66)

14(30.86)

20(44.09)

21(46.29)

22(48.50)

25(55.11)

WEIGHT KG (LBS)

MQ Pokers

CONCRETE EQUIPMENT

CO
N

CRETE EQ
U

IPM
EN

T

24


